MX5 Miata fitting
MX5 Miata NA Mk1 and NB Mk2
Mk 2.5 bracket fitting advice
Here are some helpful pointers which will
contribute to a safe and secure fitting of the
following Tillett seats into the NA Mk1 and NB
Mk2/Mk2.5 versions of the Mazda MX5/Miata
B6-40, B6-44, B6-43 XL, B6-47 XL non FIA.
(when supplied with side mount option)
B6-44 Screamer, B6-40 Screamer
B6-47 XL Screamer, B6-43 XL Screamer
B7-40-17, B7-44-17, B7-47 XL,
B8-43, B8-44.5, B9-43, B9-44.5

The two ways of mounting Tillett seats into the MX5 are
to either use the original OEM runners, or solidly fix the
seats in one position using the CMX5 1-2 brackets.
To fix B6, B7, B8, B9 or B10 seats on the OEM runners
the STBi bracket should be used. For a B5 the TBB5 will
be needed. These brackets both have 300mm spaced
holes in the base which match the holes in the top of
the stock Mazda runners. There is a difference in runner
width from the right side of the car to the left, therefore
a slot is provided in order to end up with the correct
spacing for the captive floor bolts. To match the floor
holes on the right side of the car the width between the
holes should be 335 mm on the front and 345 mm on
the rear. For the left side the dimensions are 315mm at
the front and 330mm at the rear. Start by unbolting the
original seats and runners from the floor, you will need
a 14mm socket. Disconnect the airbag and seat belt
warning wire and lift the seat out (All electrical wiring is
the responsibility of the customer). The removal of the
seats is easier with the hood down.

Left side of car

Unbolt the seat from the runners using a 12 mm socket,
there are four bolts holding the sliders on and two at
the seat belt area, which go into the seat. The seat can
be upturned and the STBi or TBB5 brackets bolted to
the side of the seat. The start point for the STBi should
be 2nd hole up for the front and 4th hole up at the rear.
For the TBB5 and B5 seat the start point should be 2nd
hole up at the front and 3rd hole up at the rear. With the
B5 and B8 seat the front bolt length is important. Make
sure no more than 15 mm of bolt penetrates the seat,
as the the bolt could bottom out damaging the inner
skin. At the same time no less than 10 mm needs to go
in to make sure you have used all of the captive thread.

Right side of car
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Showing a B8 with the STBi brackets on the MX5 runners.
A B7-44 with the STBi brackets fitted. Tall drivers wishing the
most leg length should use the slots furthest forward.

Then, bolt the runners to the brackets. Remember that
the runners are different from left to right side of the
car, so do not mix them up. Once the runners have

been bolted to the seat using the four original
bolts, plus 4 additional M8 locking nuts, Then the
large floor mounting holes in the runners need the
width measured to make sure that both front and
rear match the dimensions previously mentioned.
Use of the slots help adjust to the correct
dimension. In the case of the narrower B6
adjustment of the spacers is another possibility. It
is a good idea to try and keep the seat as far to the
centre as possible as the OEM inertia seat belt is
then unobstructed. This is especially important for
tall drivers.
When adjusting the seat for angle it should be
noted that the lowest holes would not normally
be used as the seat starts to foul the runner and
the brackets foul the leg bulge.
On seats with a narrow base such as the standard
width B6 or B7, a spacer of approximately 1 cm
each side will be needed. You can vary this to
offset the seat towards the centre to improve
seat belt access. However, because of the leg
bulge a low setting on the front will require extra
spacing.
With a B8, B9, B6 XL, or B7 XL, using a set of STBi
brackets will not require you to use many
spacers. It is better for strength to use the
minimum you can get away with. A B8 seat for
example is fitted with just one 2 mm thick nylon
spacer at each mount point.

Again if you do use spacers consider moving the seat
inwards.
1 cm extra leg length can be gained by removing the
plastic panel around the seat belt inertia reel.
The same situation exists for fitting the B5 with TBB5
brackets. The slots should provide you with the
adjustment necessary to line up the floor holes.
When using three point road belts on race seats withy side
belt holes, the lap belt should pass through the hip holes.
Failure to do this will cause the belts to be loose.

Above shows a B8 seat with STBi brackets fitted to MX5 Miata
runners. Before placing in the car, set the width between the
large floor mounting holes in the runners to the required
dimensions on page one.

