The P1 Rib Protector
Used by the Worlds leading kart drivers
Tille Racing Seats have been leading the development of
kar ng rib protec on since 1996. Our designs have been
inﬂuenced by the many past and present World Champions
from kar ng to F1 and a large majority have used Tille Rib
protectors in their career. Their feedback has enabled the P1
to remain the markets premium protec on against rib injury.
Latest features
Tille racing seats special manufacturing process makes the panels extremely
tough, lightweight and thin. The panels have a carefully designed shape, which
spread the extreme point loads throughout the rib cage.
The special an shock foam used in the P1 is designed to spread load, absorb
impact and add comfort, all within a very thin sec on, stopping the protector
from increasing your seats size.
A newly designed strap adapts to the body shape allowing the driver to breath
more easily. This means the P1 is not just the most eﬀec ve, but it is also the
most comfortable rib protector on the market.
Size guide
The P1 is available in 7 Sizes; MINI, C, XS, S, M, L, XL
To ﬁnd your size please refer to the chart below. Chest measurements should be
taken using a measuring tape pulled ght around the chest, The driver should
breath in and out, taking note of the average circumference.
It is important not to choose a rib protector that is too large. When sizing a rib
protector, the ﬁt should be viewed exactly as you would ﬁt a crash helmet with no
gaps and not loose. It should never be larger than necessary. If you seem between
sizes choose the smaller size.
For the Ladies P1 measure as high as possible directly under the breasts.
MINI
C
XS
S
M
L
XL

19"- 22"
22" - 26"
26" - 32"
32" - 36.5"
36.5" - 40"
40" - 44"
44" - 48"

48 - 56 cm
56 - 66 cm
66 - 81 cm
81 - 93cm
93 - 102 cm
102 - 112cm
112 - 122cm

Standard colours :
Black, Red, Blue,
Orange and Green

Ladies P1

Tillett P1 Rib Protection
The Choice Of World Karting Champions
Fi ng
The P1 has adjustments front and back, to perfectly match the many diﬀerent chest shapes. Ini al ﬁ ng requires the rear
Velcro joining panel to be posi oned ﬁrst. The rear adjustment is primarily for angle only and it is important to set this angle
from the beginning. It is best to get assistance to posi on the rear joining sec on in the centre of the two panels, this will
permanently ﬁx the belt at the correct angle. To do this stand with the two panels held onto the ribs and allow them to sit at
the angle formed by the shape of the chest. You may ﬁnd that the P1 sits higher up on the chest than exis ng rib protectors.
The P1 is designed to be worn high, it will not match your chest shape if it is set too low.

The rear halves will be posi oned like

The rear halves will be posi oned like

Ask for assistance in posi oning the rear joining panel. This will

this if you have a average angled chest.

this if you have a V shaped chest.

hold the two halves at the correct angle for your body shape.

The gap between the two panels at the rear should be minimal and they can touch but should not overlap. If the driver has
an angular chest shape there will be a gap at the top of the two panels and if the chest shape is straight the panels will have
very li le gap. While it is being held in posi on on the driver, have the assistant ﬁx the rear Velcro connec on panel as shown
below le . It is permissible to have a rear gap of up to 30 mm between the two main panels.

Feed the front strap through the loop and back

Pull the top part back of the rear joining panel

Slot the harness through the chrome loops to

on itself. Do not over ghten.

and feed the harness strap through the slot.

hold the protector at the correct height.

Pull the Velcro front strap through the loop and back onto itself un l it is as ght as feels comfortable. Once this has been
done, thread the harness straps through the chrome rectangular hoops at the front and the rear panel slot. Then adjust un l
a comfortable height is achieved. A square chest, or one where the circumference at the bo om is similar to the top, will
some mes not require a harness. Please take note that P1 rib protectors should be worn on the inside of your race suit over
a thin t-shirt. Try to make sure that the rear hook Velcro is not showing outside of the joining panel, as this is a very
aggressive Velcro and it could catch the fabric on the inside of the race suit.
Pronounced seat ﬁxing bolts inside the rib area of the seat could damage the rib protector and race suit as they can create
an extreme pressure point against the hard shell of the rib protector. Bolts in the rib area should be surrounded by a
minimum of 5mm of ﬁrm foam, if you have the space. The Tille ultra low proﬁle stainless steel ﬁ ngs are a solu on to the
seat bolt problem should you not have the space.
Tille Racing Seats
Styles Close, Si ngbourne
Kent, ME10 3BF, England
Telephone: 01795 420312
customerservice@ lle .co.uk
www. lle .co.uk

Tille rib protectors can help protect you when driving, although
Tille Racing Seats accepts no liability against personal injury.

