TBFIAO8
TBFIAO8
bracketfittingadvice
Here are some helpful pointers to a safe and
secure fitting of the TB FIA brackets onto the
B1, B2 and B4 Tillett car racing seats.

A
Because in an impact most load will go
through the rear fixings, the brackets should
be set so that the slots are pointing forward.
B

Set on the most upper two front slots without spacers,
the A dimension is 39 to 40.5 cm. It is recommended to
use no more than the spacers provided to keep the
subsequent additional leverage from twisting the bolts.
The aluminium spacers provided will add 8 mm to these
dimensions and 12 mm if the two nylon spacers are also
used. The B dimension is 31.5 cm.
Make sure that high quality 12.9 strength M8 bolts are
used for all mounting points and we recommend a torque
setting of 35nM when fitting the bracket to the side
mounting points. The TBFIAO8 bracket system is
designed to point outwards from the seat to give
maximum stability. This also helps to place the seat on top
of existing runner systems, although if used in racing we
do not recommend using adjustment runners.
The slots should be towards the front of the seat. In a very
heavy rearward crash the slots are vulnerable to the bolt
travelling into the slot above. The brackets come with two
pegged spacers, if the hole above the bolt is filled with the
peg the bolt cannot travel into the next slot. (See
pictures) Should you need to tip the seat upright, the top
of the bracket will impact the leg bulge and the four mm x
40 mm diameter spacers provided will be needed. The
spacers must be used to move the bracket away from the
composite until there is a visible gap.

To use the lowest hole a further 2
mm thick x 40 mm diameter spacer
is needed between the seat and ally
spacer.
Changing the angle and height of
the seat on the brackets will change
the A width of the hole centres. To
wo r k a ro u n d t h i s , t h e f l o o r
mounting holes are slotted.
The A spacing between hole
centres when used with the four
ally spacers will have a dimension
of between 40 to 41.5 cm. A greater
width between the holes is possible
using more of the 40 mm x 4 mm
aluminium spacers but we
recommend using the absolute
minimum that you can, to avoid
undue stress on the bolt. If you wish
to have the extra security of the
pegged spacer but need to run the
bracket as narrow as possible the
spacers can be flipped around and
used on the outside.
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