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W1i/ W1K

The W1i GRP, the W1i Carbon, (which has an aesthetic front layer of carbon) and the W1K handmade epoxy carbon Kevlar® ultra 
lightweight version. 
These seats can also be ordered with or without covering. The covering options are either, with the tough fabric used on our kart 
racing seats, or with the Dinamica suede panel set. Three seat belt harness holes are included as standard. 

The low back W1i Tillett car seat is supplied either as a single skin, or with a self supporting floor mountable back frame. If bought 
as a single skin shell it must have brackets made in order to fit it to various vehicles. Three types of laminate are available; 

When ordered with the back frame you can also select “side mounts” rather than the standard bottom mounting points. 
When the optional side mounts are selected the TBF1, TBF5, TB5 and TB FIA race brackets can be used with the W1. It will then 
also fit the Lotus Elise Exige brackets; EB4, EB5 and the EBF2.
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across this point

Seat  to the left and below 
is shown with the optional back
frame. The W1i with back frame 
weighs 3.5kg in carbon/GRP
and 3.6kg in black GRP. 

10cm

35cm
across base

W1i-44
Carbon/GRP
Shell only

W1i-44 GRP with back frame
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Tillett Racing Seats
Styles Close, Sittingbourne, Kent, ME10 3BF, England

Tel : 01795 420 312     production@tillett.co.uk www.tillett.co.uk

The picture above shows the W1i carbon/GRP shell without 
the back frame. This model is 1.88kg.  The lightweight 
carbon KEVLAR® W1K is 1.2kg.  When used without a back 
frame, at least four mount points are advised in the areas 
shown.  It is advisable to use our TK1 bolt kit, or the low 
profile TLPK1 stainless fitting kit. Aluminum plates between 
the upper mount points are also advised and the brackets 
must be parallel to the composite profile at the bolting 
points.
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